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. FILLING LAYER
Supply and installation of:
DAKU FLT 800 non-woven geotextile, white, in polyester bonded by mechanical needle punching and calendering, with the exception of adhesives, chemical binders or post-consumer recycled material. Rot-proof, resistant to microorganisms, it has the function of separation, mechanical protection, water accumulation and contributes to the reduction of the flow coefficients of the roofs..

Technical data:
	- Roll Dimensions
	2,00 x 30 m (60 sqm)
	

	- Mass
	800 gr/mq (+/-10%)
	(EN ISO 9864)

	- Thickness at 2kPa
	3,50 mm (+/-20%)
	(EN ISO 9863-1)

	- Tensile strength:
	
	

	       longitudinal
	6,5 Kn/m (-10%)
	(EN ISO 10319)

	       transversal
	9,0 Kn/m (-10%)
	(EN ISO 10319)

	- Elongation at maximum load:
	
	

	       longitudinal
	80% (+/-30%)
	(EN ISO 10319)

	       transversal
	90% (+/-30%)
	(EN ISO 10319)

	- Static puncture resistance
	1,80 kN (-10%)
	(EN ISO 12236)

	- Dynamic puncture resistance
	2 mm (+20%)
	(EN ISO 13433)

	- Velocity index VIH=50:
	20 mm/s (-30%)
	(EN ISO 11058)

	- Horizontal flow capacity:
	8,00x10-3 l/ms (-30%)
	(EN ISO 12958)

	- Characteristic opening size d=90%:
	0,035 mm (+/-30%)
	(EN ISO 12956)

	- Resistance to oxidation:
	min. 25 years 
	(EN ISO 12956)


DAKU FLT geotextiles are installed directly on the insulation/waterproof surface, overlapping the sheets for 10 cm and folding them on the vertical edges of the surfaces for a height equal to the one of the DAKU FSD/DAKU DRAIN components or of the paved surface/protection blocks.
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