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.SEPARATION ELEMENT
Supply and installation of:
DAKU TUFO 11 which is a perimetral curb made of tuff. The curb is a squared block and has a parallelepipedal shape.

Technical data:
	- dimensions
	11 x 11 x 37 cm (typical values)
	

	- dimensional tollerance
	3/5 % (typical values)
	

	- weight
	5/8 kg (depending on the hydric retention)
	


The block is installed directly on the DAKU STABILFILTER substrate or on the DAKU ROOF SOIL substrate (at the same time or after the installation).

pcs  0.00
.SEPARATION ELEMENT
Supply and installation of:
DAKU TUFO 15 which is a perimetral curb made of tuff. The curb is a squared block and has a parallelepipedal shape.

Technical data:
	- dimensions
	15 x 11 x 37 cm (typical values)
	

	- dimensional tollerance
	3/5 % (typical values)
	

	- weight
	6/11 kg (depending on the hydric retention)
	


The block is installed directly on the DAKU STABILFILTER substrate or on the DAKU ROOF SOIL substrate (at the same time or after the installation).

pcs  0.00

.SEPARATION ELEMENT
Supply and installation of:
DAKU TUFO 15 which is a perimetral curb made of tuff. The curb is a squared block and has a parallelepipedal shape.

Technical data:
	- dimensions
	20 x 11 x 37 cm (typical values)
	

	- dimensional tollerance
	3/5 % (typical values)
	

	- weight
	9/14 kg (depending on the hydric retention)
	


The block is installed directly on the DAKU STABILFILTER substrate or on the DAKU ROOF SOIL substrate (at the same time or after the installation).
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